Utilizing Patented Air Glove Technology

Protects the palm, fingers and thumb from Impact and Vibration

› The back is made with nylon fabric to ensure optimum breathability and comfort
› Palm made of soft pearl leather for dexterity and abrasion protection
› Durable Bubble Glove® bladder in the palm, fingers and thumb protects from vibration
› Half finger style leaves fingers open for tactile feedback and mobility
› Elastic wrist with hook and loop wrist closure
› Protects from vibration when using hand-held or hand guided power tools and machines such as Sanders, grinders, disc cutters, hammer drills, brush cutters and mowers
› Variations:
  BG413 - full finger style
  BG471 - with leather wrist support


Model BG401

In Conformance with Norms:
EN 388:2003
Protective gloves against mechanical risks
General requirements for gloves

Sizing: Measure the circumference of the hand at the base of fingers.
Washing: Hand wash in cold water and soft detergent. Do not bleach, do not dry by machine, do not dry clean.

<table>
<thead>
<tr>
<th>Glove</th>
<th>Hand</th>
<th>Circumference</th>
</tr>
</thead>
<tbody>
<tr>
<td>X-Small</td>
<td>6</td>
<td>6” - 7” / 15-18 cm</td>
</tr>
<tr>
<td>Small</td>
<td>7</td>
<td>7” - 8” / 18-20 cm</td>
</tr>
<tr>
<td>Medium</td>
<td>8</td>
<td>8” - 9” / 20-23 cm</td>
</tr>
<tr>
<td>Large</td>
<td>9</td>
<td>9” - 10” / 23-28 cm</td>
</tr>
<tr>
<td>X-Large</td>
<td>10</td>
<td>10” - 11” / 28-33 cm</td>
</tr>
<tr>
<td>XX-Large</td>
<td>11</td>
<td>11” + / 33 + cm</td>
</tr>
</tbody>
</table>

The IMPACTO® is registered trademark of Impacto Protective Products Inc.