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ISO 9001:2015TRUSTED PROTECTION

ANTI-VIBRATION AIR GLOVE®

 In Conformance with Norms:

2 1 2 2

Glove Hand Circumference

X-Small 6 6” - 7” / 15-18 cm

Small 7 7” - 8”  / 18-20 cm

Medium 8 8” - 9”  / 20-23 cm

Large 9 9” - 10” / 23-28 cm

X-Large 10 10” - 11” / 28-33 cm

XX-Large 11 11” + / 33 + cm

Sizing: Measure the circumference of the 
hand at the base of fingers.
Washing: Hand wash in cold water and 
soft detergent. Do not bleach, do not dry 
by machine, do not dry clean. 
US Patents 7,865,969, D768,336. Canadian 
Patent 2,496,077. Other patents pending. 

EN 388:2003
Protective gloves against mechanical risks

EN 420:2003+A1:2009
General requirements for gloves

The IMPACTO Air Glove reduces vibration energy transmission to the palm and fingers. Non-permeable polymer bladder with 
multiple individual air chambers provides effectiveness that won’t degenerate. Soft, flexible bladder is designed to conform to 
the flex-lines of the palm and fingers helping to maintain tool control. The multiple air chambers construction of the Air Bladder 
ensures long lasting wear that won’t bottom out. The Air Bladder helps prevent job specific impact and vibration hazards in the 
workplace. Full finger gloves are in conformance with International Anti-Vibration Glove Standard EN 10819:1996, Mechanical 
Vibration and Shock-Hand-Arm Vibration and North American Standard ANSI S2.73-2002 (R 2007) / ISO 10819:1996.

 Model  BG475-30

Utilizing Patented Air Glove Technology
Protects the palm, fingers and thumb from Impact and Vibration

Wrist Support protects from Repetitive Strain Injuries (RSI)

› The back is made with nylon fabric to ensure 
optimum breathability and comfort

› Palm made of soft pearl leather for dexterity 
and abrasion protection

› Durable Bubble Glove® bladder in the palm, 
fingers, thumb and thumb web are protects 
from impact and vibration

› Half finger style offers leaves fingers open for 
dexterity and manual feedback 

› Leather wrist support with hook and loop 
closure prevents over flexion and over 
extension to help protect from RSI

› Protects from vibration when using hand-held 
or hand guided power tools and machines 
such as sanders, grinders, disc cutters, 
hammer drills, brush cutters and mowers 

5/17IMPACTO®, Air Glove®, Bubble Glove® are registered trade marks of Impacto Protective Products Inc.


